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sensing system designed so that, in the 
event of loss of cabin pressure in any 
passenger or crew compartment (in-
cluding upper and lower lobe galleys), 
the warning and automatic presen-
tation devices, required by those provi-
sions, will be actuated without any 
delay that would significantly increase 
the hazards resulting from decompres-
sion. 

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as 
amended by Amdt. 25–38, 41 FR 55466, Dec. 20, 
1976; Amdt. 25–87, 61 FR 28696, June 5, 1996] 

§ 25.843 Tests for pressurized cabins. 
(a) Strength test. The complete pres-

surized cabin, including doors, win-
dows, and valves, must be tested as a 
pressure vessel for the pressure dif-
ferential specified in § 25.365(d). 

(b) Functional tests. The following 
functional tests must be performed: 

(1) Tests of the functioning and ca-
pacity of the positive and negative 
pressure differential valves, and of the 
emergency release valve, to stimulate 
the effects of closed regulator valves. 

(2) Tests of the pressurization system 
to show proper functioning under each 
possible condition of pressure, tem-
perature, and moisture, up to the max-
imum altitude for which certification 
is requested. 

(3) Flight tests, to show the perform-
ance of the pressure supply, pressure 
and flow regulators, indicators, and 
warning signals, in steady and stepped 
climbs and descents at rates cor-
responding to the maximum attainable 
within the operating limitations of the 
airplane, up to the maximum altitude 
for which certification is requested. 

(4) Tests of each door and emergency 
exit, to show that they operate prop-
erly after being subjected to the flight 
tests prescribed in paragraph (b)(3) of 
this section. 

FIRE PROTECTION 

§ 25.851 Fire extinguishers. 
(a) Hand fire extinguishers. (1) The fol-

lowing minimum number of hand fire 
extinguishers must be conveniently lo-
cated and evenly distributed in pas-
senger compartments: 

Passenger capacity No. of extinguishers 

7 through 30 ............................... 1 

Passenger capacity No. of extinguishers 

31 through 60 .............................. 2 
61 through 200 ............................ 3 

201 through 300 ............................ 4 
301 through 400 ............................ 5 
401 through 500 ............................ 6 
501 through 600 ............................ 7 
601 through 700 ............................ 8 

(2) At least one hand fire extin-
guisher must be conveniently located 
in the pilot compartment. 

(3) At least one readily accessible 
hand fire extinguisher must be avail-
able for use in each Class A or Class B 
cargo or baggage compartment and in 
each Class E cargo or baggage compart-
ment that is accessible to crew-
members in flight. 

(4) At least one hand fire extin-
guisher must be located in, or readily 
accessible for use in, each galley lo-
cated above or below the passenger 
compartment. 

(5) Each hand fire extinguisher must 
be approved. 

(6) At least one of the required fire 
extinguishers located in the passenger 
compartment of an airplane with a pas-
senger capacity of at least 31 and not 
more than 60, and at least two of the 
fire extinguishers located in the pas-
senger compartment of an airplane 
with a passenger capacity of 61 or more 
must contain Halon 1211 
(bromochlorodifluoromethane CBrC1 
F2), or equivalent, as the extinguishing 
agent. The type of extinguishing agent 
used in any other extinguisher required 
by this section must be appropriate for 
the kinds of fires likely to occur where 
used. 

(7) The quantity of extinguishing 
agent used in each extinguisher re-
quired by this section must be appro-
priate for the kinds of fires likely to 
occur where used. 

(8) Each extinguisher intended for 
use in a personnel compartment must 
be designed to minimize the hazard of 
toxic gas concentration. 

(b) Built-in fire extinguishers. If a 
built-in fire extinguisher is provided— 

(1) Each built-in fire extinguishing 
system must be installed so that— 

(i) No extinguishing agent likely to 
enter personnel compartments will be 
hazardous to the occupants; and 

(ii) No discharge of the extinguisher 
can cause structural damage. 

VerDate Aug<31>2005 13:21 Mar 01, 2007 Jkt 211043 PO 00000 Frm 00444 Fmt 8010 Sfmt 8010 Y:\SGML\211043.XXX 211043cp
ric

e-
se

w
el

l o
n 

P
R

O
D

1P
C

66
 w

ith
 C

F
R


